Motor:
-Max. suction head: 8m -Two-Pole induction motor
-Max. liquid temperature: 60C (n=2900 r/min)

-Max. ambient temperature: 40C -Insulation Class B/Class F
-Continuous duty -Protection IP44

-Pump body: Stainless steel

-Impeller: Stainless Steel/Brass/Plastic

-Motor Bracket: Cast Iron (or Cast Aluminum)

-Motor Shaft: AlS| 420 Stainless Steel/
AISI 304 Stainless Steel

-Mechanical seal: Ceramic / Graphite

Installation and Use:

« They are recommended for pumping clean water and liquids
that are chemically non aggressive to the materials from which
the pump is made.

* Due to their reliability and quiet running, they are suitable for
domestic applications including water supples (as a pressure set),
garden irrigation, etc.

» The pumps must be installed in closed places, or at least
protected against inclement weather,




PERFORMANCE CHART AT n=2900 r/min

5 10 15 US g.p.m
| BH O B B L) St 1L M) B AT N et i D) e N I L 1 B M N L et L ) ) AR L e ]
80 1 1 1 1 1 1 1 1 ? 1 1 L 1 1 L 1 1°I L 1 L 'F‘q 9'p'm
- feet
" e - 150
. \ T
= 40 =
= o, 100
o 30 = > \
= 20 %\\ B
© ™ ~J Ren U
ca \\\ \\\.\“ = — 50
S P [,
10 -— i —
]
0 . 0
0 5 10 15 20 25 30 35 40 45 50 55 60 L/min
T T T T T T T T T T T T T 7
0 0.5 4 1.5 2 2.5 3 3.5 m'h
Flowrate Q »
PUMP MOD POWER P R MA O p D MA FA Q 0
- A 0 DHA o O R g U O
CJCT6OR CJCT6ORT | 0.45 | 0.6 40 38 5.5 1400
CJCTS0R cocteorT |06 Jos| | | 8 42 . 05| 1320
CJCTI00R | CJCT100RT | 0.75 | 1 rass 55 45 s RIENG 1320
CJCT130R | CJCTI30RT | 08 | 1.2 60 50 12 1320
CJCTGORP | CJCTGORPT | 0.45 | 0.6 40 38 95 1400
CJCT8ORP | CJCTEORPT | 06 08| suse | prastic 48 42 ; | s 1320
CJCT100RP | CJCT100RPT | 0.75 | 1 55 45 15 1320
CJCT130RP | CJCT130RPT | 08 | 1.2 60 50 12 1320
CJCTG6ORS | CJCT6ORST |0.45 |06 40 38 95 1400
CJCT80RS | CJCTSORST | 06 | 0.8 < |'Stakntess 48 42 105 1320
CJCT100RS | cJcTioorsT Jo7s| 1| X Steel 3 s Ll e 1320
CJCT130RS | CJCT130RST | 08 | 1.2 60 50 12 1320
B 220V/50Hz, 230V/50Mz, 110V/60HzZ,115V/60Hz,127VI60Hz & 110V/220V dual voltage models are available on requost




